CAR PREPARATION PRO CLASS
1. Any American made stock; hardtop automobile or station wagon is allowed. 

2. The definition of stock as we consider it is as follows: Modification of the vehicle body, frame or bumpers, by adding steel pipe or other foreign materials to the car to assure greater strength is not permitted, Except that is listed and permitted within these rules. If it doesn’t say you can do it, don’t do it.
3.STRIPPING THE CAR:








    A. 
All glass; fiberglass must be removed from the car that means all Glass! 

    B. 
All outside hardware must be removed (door handles, chrome, moldings and clips) All grills including metal ones and all fiberglass front ends.  (IF IT WILL COME OFF TAKE IT OFF)

    C. 
All flammable material inside car must be removed, rear seat, all inside panels, headliner and all carpeting, and padding.

D. The original gas tank must be removed and a 6-gallon maximum capacity

        tank must be securely fastened in front of the rear axle, inside the car. It

        must be covered with plastic, rubber or sheet metal, and have no leaks and

        must be properly ventilated. (NO EXCEPTIONS) No plastic tanks are

        allowed. Gas tanks must be tied down with chain or metal straps. 

        NO WIRE

            E. 
 All trailer hitches need to be removed.

3. PREPARATION:

A. Two batteries Maximum, any and all batteries are allowed. Batteries must be securely mounted and covered to the covered to the passenger side front floor.

B. Auxiliary water systems are NOT allowed. The original or an automobile radiator must be left in its original location. Only water in the radiator will be allowed.
C. Electric fuel pumps are allowed: Only if it is wired so when the car shuts off the fuel pump shuts off.
D. Transmission coolers are allowed but must be in a seal able container. It can be filled with ice.
E. Seat must be chained, welded, or strapped to the frame.
F. Electric fans are allowed.
G. Seat belts are mandatory! Factory seat belts, or racing harnesses are accepted.
H. Minimum cutting of the floorboard allowed installing transmission shifter. DO NOT GO OVERBOARD.  

I. A bar must be installed in the center of the windshield from the crowl to the roof. 
            PREPARATION CONTINUED:

J. Home made motor mounts, transmission mounts will be allowed. Engine mounts need to be where it keeps the engine in the engine compartment. A 10 x 10 hole can be cut in the firewall for the distributor but it needs to have a rubber flap to cover the hole.
K. Numbers must be painted on both sides of the car and roof so Judges can read them. Preferred size 24 x 24 
L. NO OBSCENE WORDS OR GRAPHICS ON THE CAR
M. There must be a 18 x 18 inch hole cut in the hood, or equivalent to, and a 8 x 8 hole in the trunk.
N. ALL carburetors must be equipped with an air cleaner. (NO EXCEPTIONS) NO STARTING FLUID ALLOWED IN THE CAR OR IN THE ARENA. 
4. PADDING

A. Drivers door must be padded 

B. Roll bar must be padded on driver’s side.

C. Crowl bar must be padded.

D. Driver’s side window post must be padded

5. WELDING, CHANING, AND BOLTING:

A. Hood, trunk must be chained, bolted, or welded shut. Hood and trunk                 

May only be chained or bolted in two spots (ONLY TWO APPLICATIONS MAY BE USED) 
B. The bumper, and the motor mounts may be welded to the frame. Bumpers may be exchanged between cars as long as they car origin, and you can weld it to the frame as long as you do not use any strapping or any other foreign material to do so.

C. Welding the sub frame on the Chrysler Cordoba is allowed, but only 12 inches per side and the pucks must stay in. FILL IS ALLOWED

D. If you cut the fenders well you may not weld it back together. You may bolt it only if you use three bolts and they don’t exceed ¼” bolt, and you don’t use larger than 1” diameter washers!!

E. You may pinch the top of the doors together and weld them, as long as there is no foreign material used to do so.

F. WE WILL BE DRILLING YOUR CAR TO CHECK FOR FOREIGN MATERIAL.

6. ROLLBAR:

A. A 4-inch pipe, square tubing or angle iron is recommended for the roll bar. It may be put directly behind the drivers seat, and run from drivers side door to passenger side door for driver protection.

      ROLLBAR CONT:           

B. You may also use a 4-inch pipe square tubing or angle iron can be in place of the dash board

C. You can only run one pipe, square tubing, and angle iron from the front roll bar to the back on the passenger side. You can do what ever you wont to on the driver side, as long as it is safe for the driver. (JUGDES DESCRECTION) 

D. Passenger sidebars may not be welded to the doors, only the cross bar from the driver side can be welded to passenger side. And if you put a bar towards the floorboard you may only weld it to the floor and not to the frame.

E. Only one kicker bar from the rear part of the roll bar can go towards the back of the car, and it CAN NOT EXTEND PASS THE REAR DASH, and it can only be welded to the floor.

F. The roll bar can only be welded to the floor of the car and not to any part of the frame. If it is welded to the frame you will cut it, so make it strong but DO NOT REINFORCE THE CAR WITH THE ROLL BAR!!!!!

G. If the roll bar is made with driver’s safety in mind it will pass.  

7. Call Brian at 435-979-1348 with questions on preparing you car.

8.   Call Chad at 435-310-0542 for registration information.
